Using first principles calculations, we studied the stability and electronic properties of transition metal dichalcogenide monolayers of the type MX 2 (M = Ti, Zr, Hf, V, Nb, Ta, Mo, Cr, W; X= S, Se, Te). The adsorption and diffusion of lithium on the stable MX 2 phase was also investigated for potential application as an anode for lithium ion batteries. Some of these compounds were found to be stable in the 2H phase and some are in the 1T or 1T' phase, but only a few of them were stable in both 2H/1T or 2H/1T' phases. The results show that lithium is energetically favourable for adsorption on MX 2 monolayers, which can be semiconductors with a narrow bandgap and metallic materials. Lithium cannot be adsorbed onto 2H-WS 2 and 2H-WSe 2 , which have large bandgaps of 1.66 and 1.96 eV, respectively. The diffusion energy barrier is in the range between 0.17 and 0.64 eV for lithium on MX 2 monolayers, while for most of the materials it was found to be around 0.25 eV. Therefore, this work illustrated that most of the MX 2 monolayers explored in this work can be used as promising anode materials for lithium ion batteries.
Introduction
Lithium ion batteries (LIBs) have been widely used in portable electronic devices as power supplies, which have potential use in electrical vehicles (EVs) and smart grids. However, the energy and power density of current LIBs cannot satisfy the high demand of EVs. The development of new electrode materials is essential for improvement of the energy density. An ideal electrode material for LIBs should have good electronic conductivity, a lower Li diffusion energy barrier, as well as high energy and power densities. By reducing the bulk electrode materials to low-dimensional materials, a higher energy capacity and higher charge/discharge rate can be obtained as the lowdimensional materials have higher exposure to the electrolyte [1] . Two-dimensional materials, such as Co 3 O 4 , NiO, phosphorene, SnS and V 2 O 5 all exhibit an excellent capacity retention, rate performance, lower energy barrier and long cycling life compared to their bulk counterparts used as electrode materials for LIBs [2] [3] [4] [5] [6] [7] [8] .
Two-dimensional transition metal dichalcogenides, MX 2 (where M and X correspond to transition metal and chalcogen atoms, respectively), have been synthesized using different strategies, such as exfoliation [9, 10] , physical vapour deposition [11] and chemical vapour deposition [12] [13] [14] . MX 2 has received tremendous attention as an alternative to graphite for the anode material in LIBs [15, 16] . In particular, MoS 2 has been well-investigated as an anode material for LIBs both theoretically and experimentally. A graphene like-MoS 2 /graphene composite was shown to exhibit a high specific capacity of 1400 mA h/g and good rate performance as well as cycling ability [17] . It was reported that MoS 2 zigzag nanoribbons are promising electrode materials for LIBs with a high power density and fast charge/ discharge rates [18] . The presence of structural defects can enhance the adsorption of Li atoms onto two-dimensional materials. Different from the situation where Li atoms are trapped by the defects in graphene, the presence of structural defects does not affect the diffusion of lithium [19] . The main drawback of MoS 2 is its poor electrical conductivity. Various strategies have been developed to improve the electrochemical properties of MoS 2 as an anode for LIBs. Three-dimensional hierarchical structures constructed by assembling two-dimensional MoS 2 nanosheets can deliver a capacity of 1009 mAh/g at 500 mA/g after 500 cycles [20] . The formation of composites of MoS 2 with other materials, such as carbon-based materials and noncarbonaceous materials, can enhance the electromechanical properties of MoS 2 . Wang et al. [21] utilized a beneficial "bridging effect" of sulfur atoms to bind few-layered MoS 2 with graphene, which provided fast electron conductivity and excellent cycling stability and superior rate performance. The composites exhibited a high discharge capacity of 1546 mAh/g after 300 cycles. The MoS 2 composites grown on TiO 2 nanotubes show better rate capability with a reversible capacity of 461 mAh/g at 1000 mA/g, compared with the capacity of pure MoS 2 (129 mAh/g) at the same current density [22] . MX 2 monolayers have three types of crystalline structures, hexagonal structure (2H), octahedral structure (1T) and distorted octahedral structure (1T') [23] [24] [25] . The structures depend on the arrangements of the M and X atoms. Phase transformation between the different phases occurs during the synthesis process and lithium/sodium intercalation [26] [27] [28] . Sun et al. [29] have studied the effect of electron doping on the stability of 2H-and 1T'-MoS 2 , and showed that electron doping can stabilize the crystal structure of 1T'-MoS 2 . The crystalline structure can also affect the energy conversion efficiency, for example in the hydrogen evolution reaction (HER). The basal plane of 2H-MoS 2 is inert [30] , where that of 1T'-MoS 2 is catalytically active for HER [31] . Until now, there is no systematic study on the family of transition metal dichalcogenide monolayers used as anode for LIBs.
In this work, we studied the stability of MX 2 monolayers, and the adsorption and diffusion of Li on the stable MX 2 monolayers (M = Ti, Zr, Hf, V, Nb, Ta, Mo, Cr, W; X = S, Se, Te). These results are helpful for the design of two-dimensional transition metal dichalcogenide based electrodes for LIBs.
Results and Discussion
We systematically investigated the phase stability, Li adsorption and diffusion on MX 2 monolayers (M = Ti, Zr, Hf, V, Nb, Ta, Cr, Mo, W; X = S, Se, Te). The combination of these elements have twenty seven possible binary compound materials. Three phases, including 2H, 1T and 1T' structures, were all considered for each of the binary monolayers. All the three structures can be viewed as a positively charged, two-dimensional M atoms, lattice-sandwiched by two hexagonal lattices of negatively charged X atoms. Each M atom is surrounded by six nearest X atoms, and each X atom is connected to three nearest M atoms with ionic M-X bonds. The side and cross-views of the ball and stick models of the MX 2 monolayer are shown in Figure 1 . The M atoms are located at the lattice positions of a hexagonal close-packed structure with a trigonal symmetry in the 2H-MX 2 phase (Figure 1a ), whereas M atoms are located at the octahedral/disordered octahedral centre of six S atoms in the 1T/1T' phase (Figure 1b,c) . Some compounds are not stable in the 1T' phase, which will be relaxed to the 1T phase after relaxation.
The energy related to the 2H phase per formula unit (f.u.), The calculated lattice constants and bond length of the M-X bond in the stable phase is listed in Table 2 along with available values from other simulations. The values obtained in the present work agree well with other simulation results. It can be seen from Table 2 that lattice constants and bond lengths increase for the all the MX 2 monolayers as the element X changes from S to Te in group VI for a given element M. The variation can be explained by the increasing atomic radius of elements X from S to Te.
The band structures of MX 2 monolayers in the stable phase are shown in Figure 2 . The MX 2 monolayers can be semiconducting with a direct and indirect bandgap or metallic materials. The electronic conductive behaviour of these compounds are shown in Table 2 As shown in Figure 3a and Figure 3b , there are two stable adsorption sites, that is, the hollow site (H) and the top position above the M atom (T) for Li to be adsorbed on the 2H-and 1T-MX 2 monolayers [18] . Four adsorption sites (T1, T2, H1, and H2) are considered for Li adsorption onto the 1T'-MX 2 monolayer, as shown in Figure 3c . To analyse the stability of Li adsorbed on the MX 2 monolayers, the adsorption energy, E ad (Li) , is calculated using Equation 1:
where E MX2+Li and E MX2 are the total energy of the MX 2 monolayer with and without Li adsorption, respectively. E Li is the energy of a Li atom in bulk material. The calculated adsorp- tion energy of Li on the stable phase of the MX 2 monolayers is shown in Figure 4 . The adsorption energy has positive values for Li adsorbed on 2H-WS 2 and 2H-WSe 2 , which indicates that Li cannot be adsorbed on these two compounds and they are not ideal anodes for LIBs. The other compounds have negative values of adsorption energy. The adsorption energy of Li on 2H-MoS 2 is −0.05 and −0.25 eV for H and T sites, respectively. The materials will have a large energy storage capacity if they have a large exothermic reaction energy with Li [19] . Previous studies have shown that the 2H-MoS 2 monolayer is a good anode material for LIBs [26] [27] [28] . The absolute value of the adsorption energy for Li adsorbed on other compounds is larger than that of 2H-MoS 2 , so other MX 2 compounds are also good anode candidates for LIBs. The adsorption energy as a function of the bandgap of the MX 2 monolayer is show in Figure 4 . It can also be seen from the figure that MX 2 is a semiconducting material with a narrow bandgap, and for metallic materials, the adsorption energy has larger negative values. The diffusion of Li on the MX 2 monolayers is through the T→H→T and T1→H1→T2→H2→T1 paths for the 2H/1T and 1T' phases, respectively [59] , as shown in Figure 3a -c. The typical diffusion energy profiles are shown in Figure 3d , Figure 3e and Figure 3f for Li on 2H-MoS 2 , 1T-TiS 2 , and 1T'-MoTe 2 monolayers, respectively. The constrained method was used to evaluate the diffusion behaviour of Li on MX 2 monolayers -this method is more simple and intuitive compared to the nudged elastic band method and dimer method [60] . [18, 42] .
A good anode material should have a high electron and Li mobility and a large exothermic reaction energy with lithium. High electronic and ion mobility determine the rate capability and cycling performance, and a large exothermic reaction energy indicates the anode materials have a large energy storage capacity. The diffusion energy barrier is in the range between 0.17 and 0.63 eV, and most are around 0.25 eV, which indicates that all the MX 2 monolayers have a reasonable diffusion energy barrier for lithium. The metallic MX 2 monolayers and those with small bandgaps have a large adsorption energy for Li, which indicates that they are good anode materials for LIBs with high electronic and ion mobility and large energy storage capacity.
Conclusion
Using density functional theory (DFT) simulations, the stability and electronic properties of MX 2 monolayers were investigated. TiX 2 , VSe 2 , CrX 2 , ZrX 2 and HfX 2 are energetically favourable in the 1T phase, and 1T-VS 2 
Simulation Details
All the spin-polarized DFT calculations were performed with SIESTA code [62] , in which norm-conserving pseudopotentials and a Perdew-Burcke-Ernzerhof functional was used to describe the electron-ion interaction and electron exchange correlation, respectively. Numerical atomic orbits were represented as double zeta basis sets plus polarization, and a cut-off energy of 250 Ry was chosen to calculate the Hamiltonian element. The Monkhorst-Pack scheme with 11 × 11 × 1 k-point meshes were used for integration in the irreducible Brillouin zone for the relaxation of the primitive cell. A 2 × 2 × 1 k-point mesh was used for the calculation of adsorption and diffusion of Li on a 6 × 6 × 1 supercell. As the electrochemical process involves insertion of Li ions into anode materials with a concurrent flow of electrons to compensate charge balance, and therefore, the neutral state of Li was considered in this work. The atomic positions were relaxed by using a conjugate gradient minimization until the Hellmann-Feynman force is less than 0.02 eV/Å on each atom. A vacuum spacing between the slabs and its image of greater than 20 Å is given to avoid the periodic image interactions. As the radii are different for different elements of X in MX 2 monolayers (i.e., the radius increases from S to Te in group VI), the lattice constants and bond length of the M-X bond will change for MX 2 monolayers with different X elements, which can affect the adsorption and diffusion of Li on MX 2 monolayers.
